P1 TRAPEZE

Welcome
to the next
generation of
lighting.
THE BRAND
Archilume’s glare-free decorative luminaires are a revolution in the use of innovative lighting technologies. Archilume’s unassuming simplicity
masks a design vision that transforms energy-efficient LED lighting into sleek, statement making luminaires. The lighting collections include
pendant lights, chandeliers, and wall sconces as well as customized configurations to create impactful feature lighting installations.
Designed and manufactured in Vancouver, BC, Canada, Archilume’s manufacturing ethics stem from a principle of maximizing the use of smaller
local production facilities to create an inherently energy efficient product with a reduced carbon footprint. This business practice contributes to a
healthy local economy with high standards of production quality.
“We have had huge success in building a practice using local manufacturing because of the high standards of quality control we can exercise with
our fabrication partners,” says Archilume owner and lighting designer, Saleem Khattak. “There are many small fabricators who do great quality work
in British Columbia, and we value keeping this production alive and thriving in our home province.”
Archilume captures the advancement in energy-efficient LED lighting technologies to create sleek glare-free lights in sculptural forms suited for
ultra-modern to heritage-style interiors. The Archilume lighting line is intended for illumination at counter and bar areas, or in clustered formations
as chandeliers in hotel lobbies, entrances, lounges and dining areas. The line is versatile and offers the option to order custom configurations.
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P1 TRAPEZE - PENDANT - INDOOR
Simple and sleek, Trapeze, consists
of a single disc shape suspended by
twinned cables. The upper half of the
disc is opaque machined aluminum
while the lower half is an acrylic lens
with a frosted edge emitting a glarefree warm tone.

P1 TRAPEZE

It has very strong dynamic diagonal
lines that when installed in an array of
luminaires either in linear, random, or
radial configurations, creates a very
statement making luminaire installation.

LIGHT SOURCE

High efficiency LED decorative
pendant luminaire with machined aluminum housing and acrylic TIR light
control lens. Mounts with 1.5″” diameter
double ceiling canopy.
2 watt dimmable LED, 150 lumens,
Optional 3000K, 3500K color temperatures available
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Trapeze offers an arresting sculptural
accent in a beautifully adaptable
luminaire, emitting a flattering warm
light owing to Archilume’s signature
application of total internal reflection
optics.
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WHAT IF A
STANDRARD
PRODUCT LOOKED
DIFFERENT EVERY
TIME YOU USED IT ?
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PENDANT - INDOOR
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SPECIFICATION

RE-CONFIGURATE

Description:

High efficiency LED decorative pendant mount
luminaire with machined aluminum housing and
clear acrylic light control lens.

Lamping:

Single 2 watt LED, 150 lumens, 90 CRI, 2700K (27),
3000K (30), 3500K (35) color temperature options.
Color consistent from LED to LED within a 3 step
MacAdam ellipse.

Electrical:

Constant current class 2 driver, 120/277V 50/60Hz,
(sold separate). See D8_700 series remote driver
spec sheets for details.

Function:

Canopy and mounting plate provided.
Mounts directly to ceiling structure.
120"(3048mm) suspension cable provided
standard. Field adjustable.

Metal finish:

Clear anodized aluminum (S)
Black anodized aluminum (B)
Gold anodized aluminum (G)
Champagne anodized aluminum (C)

Light Distribution
Optics:

Clear acrylic light control lens with
diffuse light distribution aperture (CD) or
optional satin light control lens with
diffuse light distribution aperture (SD)

Approvals:

Dry locations, approved to UL safety
standards for luminaires when used with
Archilume D8_700 series drivers.

P1M-BA-__________-__________-___________________
27 2700K
CD clear lens diffuse aperture
S silver
30 3000K
B black
SD satin lens diffuse aperture
35 3500K
G gold
C champagne

120"
3048mm
variable

Ø 4"
Ø102mm

Ø 4"x1"
Ø 102mm x25.4mm

04 black

Order Code:

Ø 1.5"
Ø 38mm

Archilume lighting reserves the right to alter product specifications without notice. Archilume lighting products are protected by copyright and design registrations, all right reserved.

www.archilume.com
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Discover more at:
archilume.com

